Specifications

Model No. LS-M2106P

Panel Size 21.5"TFT-LCD
Display area(mm)/mode 497 (W) = 292(H) 16:9
Max Resolution Support 1680 = 1050

Pixel Pitch 0.282(H) = 0.282(\V)
Color 16.7M

Brightness (nits) 450cd/m*

Contrast 1000:1

Visual Angle (HWV) 178° M78°
Responsea Time sms

Horizontal frequency 30-TBKHZ

Vertical frequency 56-78KHZ

Life(hrs) =60,000(hrs)
Composite video input 3 (BNC=3)

YPbPr input 1 (BNC=3)
S~video 2 (BNCx2)

VGA 1

Dvl 1

HDMI 1

Composite video output 2 (BNCx2)

Color system PAL/NTSCISECAM
Compatible HDM| input/DV1 480P,576P,720P,10801,1080P
3D Comb filer Yes

Video reduction noise Yes

03D display( screen menu display)

Menu language

Powar

Chinesa/English

Temperature

Power Supply ACT00N =240V 50/60Hz
Maxirmurm Power Consumption =360W
Standby Power Consumption <=3W

Appearance

Panal color/appearance

Working temperature 0T ~50C
Storage temperature =20CT~80T
Working Humidity 10% ~80%
Storage humidity 10% ~90%

White,black, customized

Case Material Metal
Met weaight 9.2kg
Installation Wall-mounted




