Specifications

Model Mo. US-M4901P

Panel Size 49"TFT-LED

Display area{mm)imode 1044(W) = 588(H) 165

Max Resolution Support 1920 = 1080

Fixel Fitch 0.543(H) = 0.543(V)
Color 168.7M

Brightnass (nits) G000/ m*

Contrast 4000:1

Visual Angle (HV) 178% M78°

Response Time sms

Horizontal frequency 30-75KHZ

Vertical frequency 56-T5KHZ

Life(hrs) >60,000(hrs)

Composite video input 3 (BMNC = 3)

YPhPr irput 1 (BNC = 3)

S-vidao 2 (BNCx2)

VGA 1

oVl 1

HOI 1

Composite video output 2 (BMNC=2)

Color system FPAL/NTSC/SECAM

Compatible HDMI input/Dv] 480P,576P,720P,10801,1080P

30 Comb filter Yes

Video reduction noise Yes

QS0 display( screen menu display)

Menu language Chinese/English

Power Supply ACT00N - 240V 50/80HZ
Maximum Power Consumption =380W

Standby Power Consumption <=3wW

Working temperature 0T ~50C

Storage temperature - 20C~60T

Working Humidity 10% ~80%

Storage humidity 10% ~20%

Appearance
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Case Material Metal
Met weight 43kqg
Installation Wall-mounted




