Model Name VEBSL-B VL75L-B
Panel

Screen Size (Diagonal) 65 inch 75 inch

LCD Tech. ADSDS ADSDS
Aspect Ratio 16:9 16:9

Native Resolution 3840 < 2160 1080 x1920
Refresh Rate 60Hz 60Hz
Brightness 500 cd/m 500 cd/m
Contrast 1200:1 12001

View Angle 178°(H) /178°(V) 178°(H) /178°(\)
Color Depth 16.7M (8 bit) 16.7M (8 bit)
Color Gamut 72% 72%
Response Time (G to G) 8ms 12ms

Surface Treatment

Haze 25%, 3H

Haze 10%, 3H

Installation Orientation

Landscape & Portrait

Landscape Only

Life Time (Light Source) 50,000 Hrs (Typ.) 50,000 Hrs (Typ.)
Interface
Input VGA X1 VGA x 1
AV X 1(BNC) AV X 2 (BNC)
DVI-D * 1 DVI-D * 1
HDMI * 1 HDMI 1
DP 1 USB X 1(SVC only)
USB x 1(SVC only)
Output - -

External Control

RS232 IN > 1(RJ45)
RS232 OUT % 2 (RJ45)
IR (Common use with RS232 IN)

RS232 IN > 1(RJ45)
RS232 OUT X 2 (RJ45)
IR (Common use with RS232 IN)

Model Name

VEB5L-B

VL75L-B

Mechanical Specification

Bezel

35 mm (B toB)

35 mm (B to B)

Body Dimension (Set Only)

1432.6 (wy x 807.6 (Hy = 108.1 (©) mm

1658.8 (w) « 940.0 (Hy = 120.2 (D) mm

Set Weigt (Set Only) 29 Kg 28 Kg

Package Dimension (2 Set) 1625 (wy = 415 ¢Hy = 1005 () mm 1310 ¢wy = 800 (H) x 330 (D) rmm
Package Weight (2 Set) 75 Kg 69 Kg

VESA Mounting Interface 600 x 400 400 X 400

Power

Power Supply

AC100-240V 50/60Hz

AC100-240V 50/60Hz

Power Switch Built-In Built-In
Power Consumption (Typ.) = 250W = 230W
Power Consumption (Standby) TBD TBD
Environment

Operation temperature 0C-50C 0C-50C

Operation humidity

20%-80% RH

20%-80% RH

Certification

Safety TBD TBD

EMC TBD TBD

Erp/Energy Star TED TBD

Accessory

Basic Remote Controller Remote Controller
IR Receiver IR Receiver
Power Cable Power Cable
RS232 to USB adapter RS232 to USB adapter
LAN Cable LAN Cable
Hook Hook
Screw Screw

Basic TBD TBD




